


Institutional Archive of the Naval Postgraduate School 


Calhoun: The NPS Institutional Archive 
DSpace Repository 


Theses and Dissertations 1. Thesis and Dissertation Collection, all items 


1998-06 


Transient response analysis of the 72 Inch 
TAC-4 ruggedized shipboard rack subjected to 
an underwater explosion event 


Oesterreich, Mark H. 


Monterey, California. Naval Postgraduate School 


http://ndl.handle.net/10945/9090 


Downloaded from NPS Archive: Calhoun 


Calhoun is the Naval Postgraduate School's public access digital repository for 
| (8 D U DLEY research materials and institutional publications created by the NPS community. 
«ist sia Calhoun is named for Professor of Mathematics Guy K. Calhoun, NPS's first 


NY KNOX appointed — and published -- scholarly author. 
ia) LIBRARY Dudley Knox Library / Naval Postgraduate School 
411 Dyer Road / 1 University Circle 
Monterey, California USA 93943 





http://www.nps.edu/library 


DUDLEY KNOX LIBRARY 


NAVAL POSTGRADUATE SCHOOL 
MONTEREY CA 93943-5101 











NAVAL POSTGRADUATE SCHOOL 
MONTEREY, CALIFORNIA 





THESIS 


TRANSIENT RESPONSE ANALYSIS OF THE 
72 INCH TAC-4 RUGGEDIZED SHIPBOARD 
RACK SUBJECTED TO AN UNDERWATER 

EXPLOSION EVENT 
by 
Mark H. Oesterreich 


June 1998 


Thesis Advisor: YS. omit 





Approved for public release; distribution is unlimited. 


REPORT DOCUMENTATION PAGE 


Public reporting burden for this collection of information is estimated to average | hour per response, including the time for reviewing instruction, searching existing data 
sources, gathering and maintaining the data needed, and completing and reviewing the collection of information. Send comments regarding this burden estimate or any other 
aspect of this collection of information, including suggestions for reducing this burden, to Washington Headquarters Services, Directorate for Information Operations and 
Reports, 1215 Jefferson Davis Highway, Suite 1204, Arlington, VA 22202-4302, and to the Office of Management and Budget, Paperwork Reduction Project (0704-0188) 
Washington DC 20503. 






1. AGENCY USE ONLY (Leave blank) 2. REPORT DATE 3. REPORT TYPE AND DATES COVERED 
June 1998. Engineer’s and Master’s Thesis 
TITLE AND SUBTITLE: Transient Response Analysis of the 72 Inch |°- FUNDING NUMBERS 


TAC-4 Ruggedized Shipboard Rack Subjected to an Underwater 
Explosion Event 


AUTHOR(S) Mark H. Oesterreich 





PERFORMING ORGANIZATION NAME(S) AND ADDRESS(ES) 8. PERFORMING 
Naval Postgraduate School ORGANIZATION 
Monterey CA 93943-5000 REPORT NUMBER 
19. SPONSORING/MONITORING AGENCY NAME(S) AND ADDRESS(ES) 10. SPONSORING/MONITORING 
NCCOSC, RDT&E Division, TAC Project Office, AGENCY REPORT NUMBER 


49184 Transmitter Rd, San Diego, CA 92152-7346 


11. SUPPLEMENTARY NOTES The views expressed here are those of the authors and do not reflect the official 
policy or position of the Department of Defense or the U.S. Government. 


12a. DISTRIBUTION/AVAILABILITY STATEMENT 12b. DISTRIBUTION CODE 
Approved for public release; distribution is unlimited. | 


| 13. ABSTRACT (maximum 200 words) 

The finite element modeling and subsequent transient analysis of the 72 Inch TAC-4 Rugged Rack computer system 
(configurations 0001 AA and 0003AA only), currently employed in U.S. Navy shipboard applications, has been performed 
to determine the system's response to simulated shock inputs. This rack is designed to allow incorporation of commercial- 
off-the-shelf (COTS) computer systems for naval tactical computing requirements while still meeting MIL-STD-901D, the | 

|| applicable shock specification. By showing the viability of this computer simulation of the shock response of the current | 
| TAC-4 rack system, an argument for a lessening of the actual physical testing requirements for acceptance of future TAC 


' systems can be made. 


} 14. SUBJECT TERMS TAC-4, Transient Analysis, Finite Element Method, COTS, 15. NUMBER OF 
Shock Analysis, UNDEX PAGES 119 
16. PRICE CODE 


17. SECURITY CLASSIFICA- | 18. SECURITY CLASSIFI- 19. SECURITY CLASSIFICA- . LIMITATION OF 
TION OF REPORT CATION OF THIS PAGE TION OF ABSTRACT ABSTRACT 


Unclassified Unclassified Unclassified SAR 





NSN 7540-01-280-5500 Standard Form 298 (Rev. 2-89) 
Prescribed by ANSI Std. 239-18 298-102 





a 


iD 





Approved for public release; distribution is unlimited. 


TRANSIENT RESPONSE ANALYSIS OF THE 72 INCH 
TAC-4 RUGGEDIZED SHIPBOARD RACK SUBJECTED 
TO AN UNDERWATER EXPLOSION EVENT 


Mark H. Oesterreich 
Lieutenant, United States Navy 
B.S. United States Naval Academy, 1991 


Submitted in partial fulfillment of the 
requirements for the degree of 


MECHANICAL ENGINEER 
and 
MASTER OF SCIENCE IN MECHANICAL ENGINEERING 
from the 


NAVAL POSTGRADUATE SCHOOL 
JUNE 1998 





DUDLEY x 
NAVAL Pog tiBRARY 


OST 
MONTEREY 7.” DUATE SCHOO 
ABSTRACT CA 93943.519) 


The finite element modeling and subsequent transient analysis of the 72 Inch 
TAC-4 Rugged Rack computer system (configurations 0001AA and 0003.AA only), 
currently employed in U.S. Navy shipboard applications, has been performed to 
determine the system's response to simulated shock inputs. This rack is designed to allow 
incorporation of commercial-off-the-shelf (COTS) computer systems for naval tactical 
computing requirements while still meeting MIL-STD-901D, the applicable shock 
specification. By showing the viability of this computer simulation of the shock 
response of the current TAC-4 rack system, an argument for a lessening of the actual 


physical testing requirements for acceptance of future TAC systems can be made. 


“ 
yon 
Gay 

i 
>» Ss 


== 
oP © 
— 
. ‘ira 





ous av 1 


J 
ijCPRe onett at Ti 


TABLE OF CONTENTS 


TEIN GAS @ IDI COIN Gg -ccsse eevee emma cb sa ete aes clea dit cae te eee ee I 
Peeve GCC) 61 6) eee eee ener ee Se ee ] 
Be WIELARY SHOCK SPECIICA TION (VMIIE=S DD-90 1D eee eee. 2 
CDE SCRIP MONRO Wire I AC-40Sa SM ..22...-seccosceedhe.ec-cn0i dese etreetiaes nae ee 3 
ts OB EIVIGIE F PNIMMON 6550. ncevensecaceerceoeastacecce svteth vorcedeaansesedeeccecssaceer eee ee 3 
|e Os 6) 23 wil @) 8 Ral 8159) 920 kd Cy [eo ee ee ener eee emma ee eee eee 5 

PP BORE ACAI. BA Cri ROUND oc. os ¢.csenccneten cs sncsacvepsne asst nese sgeeeee eee ee 7 
Ao INTE ee Wie IN Te IW EOD... attrac tec csincnermerereerestereeee ce eas tee eee 7 
ea CUR eM ay TE ANAT NGSIIS «25, v0) poate scene sanne terete ei aschcwaceest ©. ca... seem ee eee 8 
Cy VICI AT ARAN Hen GE Rete SEIN Sie NSS aac cee ee eee eerste 9 

PID StS RUS Sle i aUevors) IibeUlo (O) DMR eneereeertateretermeeerr race ceranmerean wit pos ip 

We MODE DE Ve ORIEN Wie.c.suxccrte tan vin sceemuereomn tua sureties Mnenee nen 13 
Pace rts OVA TREE TOE TG IN Gy oe re xc taper eee eee eae eet se ene oe ance eee 13 
Bee ON ie IE WE Nie © Ie TEIN Gs ow... ots as ca cane meee cae ec cnaaeeneaey eamane iene 16 

IW oIN© Revi A VO 1b Be A NGA CSS) ce iene oh eee eee: ee eee reece nee nee een 23 
AL SINGLE MONITOR VARIANT (CLIN OOO3A04 ) ae eeehenececoieeeote error eee ates Z3 
be. DUAL MONTIOR VARIANT (CE MN IO0 0 1AAD eee ear eee eee ee 33 

Vi RANI SEIN RES POIN SIE ANIA VSS ie pe vicen eeeeeaeee -nosonsbeceael cermeeenseee geet eee tees 45 
PA SINE BAe te Ca TON ee, wesc se areree te socnncearcee serene onerae eee eee 45 

L.. Single tionrtor-vanant (CN C008 Ai Ay) tee estes 12. eeirasseen ene ae 49 

2 DualMomitor Vantant (Clin OOO Ae) gets tie eet eee eee 55 

Be REPRESEN TAIN B.BARGE PEST SHOCK UNPUT 2c eee 6] 
lomele Viotitory apramr (CIN OOO S AA cs ciwrsseaetpeeee nts soten see oo ence eee ees 63 

2 Dualuvicnitor Vara ant (eT OO MAA) aiee verter tee eee ere trig ae oe 69 
ViMOUNTS MERNESS SENSITIVITY ANALG YSIS eee rete re) 
UAT 5 GING GUS SINS coats sees cacao oe eine eas eee ceemee ce brat te ee 83 


Vil 


Bs RECOWM TEIN A TIONS xis sc53cch95.5005 4 parecer sees -ccseescaceieecas o-.ce eee ree ee 84 
APPENDIX A> MODEL CHAKA Ci RSaelC S jiccccce-sszessatestsants see eee cee 87 
APPENDIX. B: MODE SHARES ANDIRRBOURNGCIES .....4c¢.eee ee ee 2) 
THURS TO PARE BIB INEING [2S cyasegvsexscaviweeny escevigaecie ances cacesevegesvendey cautesdchacue eee ener 5 
TINITTAL DISTRIBU TIONS Wee opecacsscetnctece costcascle.:scsucc meee Ce ee eee og 


Vill 


LIST OF FIGURES 


Figure 1: Layout of the Single Monitor Variant of 72” Shipboard Rack (CLINOO03AA), 


Hee cova os cis 1 AGE ESR ea ass spe 3 asco sara ain ec ea Rt Cede PTS SaIS RGM CVEee Tova ie eee a 5 
Figure 2: Layout of the Dual Monitor Variant of 72” Shipboard Rack (CLINO001 AA), 

Be TR eae ie Tea ta ee Ea alia ees ghee nee setae ea 6 
Figure 3: Critical Dimensions of 72” Rack Midsection (Plane View) «++-++++++eesrerrreree eee 15 


Figure 4: Finite Element Models Showing Discretization of the: a) Internal Rack Frame 

and b) Tubular Support Frame. -+----:::+ssssssessssseesssesseessesscnssssscssssarsssseonsssenenserenencesees 18 
Figure 5: Finite Element Models Showing Discretization of the: a) Shell Plating and b) 

NS GAS I@ AUN ONAL Ge oe sa 2e see ene sion sondern sesoessh nase sa0s%s0idsatecncantiapcneenese Tennant sausnain eee eee eterna 19 
Figure 6: Finite Element Models Showing Discretization of the: a) Electronic 

Components and b) Rack Bullnose. ++:+:++:+:++sssssssssseseesseeseesessestesesseeseesessestsseeseseneens 70 
Figure 7: Overview of Single Monitor Rack Variant Discretization into Finite Elements.21 


Figure 8: Overview of Dual Monitor Rack Variant Discretization into Finite Elements. -22 


Figure 9: Single Monitor Variant, Mode 1, 3.50 Ha.-rs:s+ssssssssesseeerereseteeeeeeneeeeeceeeeseeenenes 95 
Figure 10: Single Monitor Variant, Mode 2, 5.34 Hz. -e::ssssssssesesseesessseeeseseseeseseeaneneeee %6 
Figure 11: Single Monitor Variant, Mode 3, 7.37 Hz.crtvrsssesssseeeseseseseessseeeeseseseseseesesenees Oa 
Figure 12: Single Monitor Variant, Mode 4, 7.44 Hz, -+++:s+s:sssessseseseseeseesesseeeseseneseseenesenens 98 
Figure 13: Single Monitor Variant, Mode 5, 9.13 Hz.--++sssssssesesesssseseeeeseseseeseseseseseseeteens 99 
Figure 14: Single Monitor Variant, Mode 6, 9.87 Hz.+::+ssssssseseseseseseseseeseseseseeesesesenesenenes 30 
Figure 15: Single Monitor Variant, Mode 8, 24.65 Hz. -:++e:ssssssssseteseseseeeetes sees seeeeenenene a1 
Figure 16: Single Monitor Variant, Mode 21, 29.58 Hz.+++++:+:+ssssseseseeesseseseseeseeeeseetenseteseens 25 
Figure 17: Dual Monitor Variant, Mode 1, 3.09 Hz. «-++:s:sssssseseseeeteeesses tees cseeneeeeseneneeees 36 
Figure 18: Dual Monitor Variant, Mode 2, 4.77 HZ. «:ssessssseseeeeereeseeeeneeeneneseenenenene nen a7 
Figure 19: Dual Monitor Variant, Mode 3, 6.96 Hz. «+-ss+sssssseseeseseseeesseseeneseseseseseneneeeeeene 38 
Figure 20: Dual Monitor Variant, Mode 4, 7.37 Hz. «:ssssesssesesssesesesseseseseenete tes enenaneneerer tens 39 
Figure 21: Dual Monitor Variant, Mode 5, 8.77 Hz. «s:vssssesesessseseseseesessseseeeeneneeseneeeeneeens 40 
Figure 22: Dual Monitor Variant, Mode 6, 9.32 Hz. «:ssssseeseeeeeeseeeeesesereenneteeetetneees 4] 


Pipure 22) DuaMonitor V aniantsivViode-on032 biz veer... ere a een 4] 
Breure 23: Dual Monitor V anantMiode:8.72 4. G50. ccnsicsss ee eee 42 
Figure 24; Dual Niomitor Variant, Mode 2042958 HZ. 2....2.c.:..nc ee 43 
Figure 25: Locations of Nodes in the Single Monitor Rack Variant used for the Transient 
PAINE S YS seg osseous n nay oe cne sive ineoves ecesoes adi cades sei slicsssicss Cae eee 46 
Figure 26: Locations of Nodes in the Dual Monitor Rack Variant used for the Transient 
AMAT YSIS :cowsee cea cwe tesa say sinuses aiel coc be se uceee ciate encase ca raises cndca eee ee 47 
Figure 27: 40G, 2msec Halfsine Shock Base Excitation in the Vertical (Y) Direction....48 
Figure 28: Acceleration Response to Halfsine Input of NODE 6707 (Top of Front Left 
Botton IsolatrondMioume) ae... .ccsretete ress ss as cvs score etugeeeeet eee teeter tae 50 
Figure 29: Acceleration Response to Halfsine Input of NODE 6887 (Top of Rear Left 


Bottom: |SOlatOneViOume).:<3.0c0..se0sseesecasyevsseesscs tetas eet ac, ate 50 
Figure 30: Acceleration Response to Halfsine Input of NODE 4332 (Power Supply)......51 
Figure 31: Acceleration Response to Halfsine Input of NODE 241 (Power Distribution 

LOND) era sscerehtessasas.ctacnemianississacscuceteMMaue ee ae etn tere ea By 
Figure 32: Acceleration Response to Halfsine Input of NODE 2531 (Monitor). .............. ae 
Figure 33: Acceleration Response to Halfsine Input of NODE 6542 (Central Processing 

COI cscs se tetacaiuniusla ate ers peas on ce aaah end Eee NE eae eee ay 
Figure 34: Acceleration Response to Halfsine Input of NODE 4220 (Bullnose Tip). .....53 
Figure 35: Acceleration Response to Halfsine Input of NODE 520 (Top Front Left 

CAIN COMER ):...25: 0s. <c.essanddsyecene ete ee meetoeee eee ee oe ee eee a 
Figure 36: Displacement Response to Halfsine Input of NODE 6846 (Bottom Left Front 

WOU) si. c.o0deiberce sone coedstoestanesinenabeebendatee tee ene seem See 54 
Figure 37: Displacement Response to Halfsine Input of NODE 6850 (Bottom Left Rear 

IVIOUIIAE)  ssviessassa sivas exendeseeacoennensaceevensy casita reset tee eeeee cetacean ee 54 


Figure 38: Acceleration Response to Halfsine Input of NODE 7369 (Top of Front Left 
Bottom Isolation: Mount), o:.cc.: assole enenetee eee eeeeeee eee ee 56 

Figure 39: Acceleration Response to Halfsine Input of NODE 7501 (Top of Rear Left 
Bottom [solation Monn), sic.2cc.nccenccc tet oe eee ee ee 56 


Figure 40: Acceleration Response to Halfsine Input of NODE 5036 (Power Supply).....57 


Figure 41: Acceleration Response to Halfsine Input of NODE 234 (Power Distribution 
METI eeses resent orcas aca esee state Sct euer eee ce wa stench ees eae ee eres ee ene ene ead ay 
Figure 42: Acceleration Response to Halfsine Input of NODE 3233 (Lower Monitor)...58 
Figure 43: Acceleration Response to Halfsine Input of NODE 1682 (Upper Monitor) ...58 
Figure 44: Acceleration Response to Halfsine Input of NODE 7206 (Central Processing 


Nita) eee ccescaeesececetatey oven ses te cos ceece cae chee ace va tiea eee scree cae cateeae Se ao eetedicn aa yqdaseralosieee 59 
Figure 45: Acceleration Response to Halfsine Input of NODE 4895 (Bullnose Tip). .....59 
Figure 46: Acceleration Response to Halfsine Input of NODE 551 (Top Front Left 

Waive CO) Cle) teswiccetcnnctcccvecesscceccnege ene eee meee aE eee 60 
Figure 47: Displacement Response to Halfsine Input of NODE 7515 (Bottom Left Front 

JUG UBIND hy ces ve suitiasdae tase cu cosses.8 Sotoncuna ae snununavseseunsae eucemepaent raat ome ee eco eee 60 
Figure 48: Displacement Response to Halfsine Input of NODE 7515 (Bottom Left Front 

IAAT Wi gk sas eee sas oooanyeeente-ercceas oases uasnammcets sea gaecetna oe eee celiac ome 61 


Figure 49: Sample Barge Test Base Acceleration Input. a) Vertical (Y) Direction b) 
PRUTRAT ES ENN DS 3075) Ie CUO Ble 2.5, ee eet auc hacia Yen eins codacemntien Ce meee eeeeeee themeeeaee eee ee 62 

Figure 50: Acceleration Response to Sample Barge Test Input of NODE 6707 (Top of 
Eront eit Bottom Isolation ViOUmMt | ii..::.ssuteet he ten crane er ar nero enen errant 64 

Figure 51: Acceleration Response to Sample Barge Test Input of NODE 6887 (Top of 
Rear [seit Oto tSClatlom WIGUNE) me reer ae eens eee ee ter eaesa ce atone csaee 64 


Figure 52: Acceleration Response to Sample Barge Test Input of NODE 4332 (Power 


"55100 8) 0) (2) ean ee nen or ee eae er ee en en ere ere 65 
Figure 53: Acceleration Response to Sample Barge Test Input of NODE 241 (Power 
IPS CH MOUEIO TCG Vises. <cnsscsseeteesaeysses sae cwsas ae eatee canes aeeeee sien nn Steg teeee Rete Rete ae 65 


Figure 54: Acceleration Response to Sample Barge Test Input of NODE 2531 
(TOI ROI east zed cna nce te serous ass sas Saw inn sso nade RSE emcee 66 
Figure 55: Acceleration Response to Sample Barge Test Input of NODE 6542 (Central 
PROCESSUS MIG aecee Seen capeecia eect ay tice eehass cnodico chee eter nseeattneenee toe ese taa des 66 
Figure 56: Acceleration Response to Sample Barge Test Input of NODE 4220 (Bullnose 


X1 


Figure 57: Acceleration Response to Sample Barge Test Input of NODE 520 (Top Front 
LEREC ADMIT CONNER avecessavsceses toes c-1scectte eet s.2s2s eee eas ence 67 
Figure 58: Displacement Response to Sample Barge Test Input of NODE 6846 (Bottom 
Left Front tsolatien IWoune):, ..: .:5 90 ee <tc ae 68 
Figure 59: Displacement Response to Sample Barge Test Input of NODE 6850 (Bottom 
Rear Front Isolation Mount) 2 xccertanacaciahsssoeccnee tee 68 
Figure 60: Acceleration Response to Sample Barge Test Input of NODE 7369 (Top of 
Front Left Bottom Isolation Mount)... ae. ee ee 70 
Figure 61: Acceleration Response to Sample Barge Test Input of NODE 7501 (Top of 
Rear Lett Botton Isolation Mount). c.00.5.c0:cc40s.csdar.sevnessecsacsvsseaveettentresvea ee ee 70 
Figure 62: Acceleration Response to Sample Barge Test Input of NODE 5036 (Power 


SUPE) ohne sca Paste cone recht. Pa tice nese 71 
Figure 63: Acceleration Response to Sample Barge Test Input of NODE 234 (Power 
Dist bution: URIb) ccc iectienscaaewia ie nee eee 71 


Figure 64: Acceleration Response to Sample Barge Test Input of NODE 3233 (Lower 
IWEO MILO) 52 es eee nee cote eee ee 72 

Figure 65: Acceleration Response to Sample Barge Test Input of NODE 1682 (Upper 
MIOTILOR 55 sasch xsexccsaisedaa taaceacansed cabasaee te siweeelacsma geen saiawk wears cae eae oe ee GZ 

Figure 66: Acceleration Response to Sample Barge Test Input of NODE 7206 (Central 


Processine Unit): sce eins icra eee ee Ws 


Figure 67: Acceleration Response to Sample Barge Test Input of NODE 4895 (Bullnose 


Dy 0) ppeepmtre nent etrt ene etre rar reer rNN nr ant oe ene ere eee OE ics BER dion 72 
Figure 68: Acceleration Response to Sample Barge Test Input of NODE 551 (Top Front 
Left: Cabinet: Comer) j.cccteehe Geese eee se ees coxa ee WS 


Figure 69: Displacement Response to Sample Barge Test Input of NODE 7515 (Bottom 
Left-Front Isolatioim IVIGUnO) aeec, coic tosss teats ede overs ieee tescee Ws 

Figure 70: Displacement Response to Sample Barge Test Input of NODE 7514 (Bottom 
Rear Front lsolavnomiviount). scissor seus ee 76 

Figure 71: Y Acceleration Response to Sample Barge Test Input of NODE 241 (PDU), 
Comparing responses to: Varyine Spring StllInesseS:<...:-..2..2..2.5:....- = ee ee 78 


X11 


Figure 72: Z Acceleration Response to Sample Barge Test Input of NODE 241 (PDU), 
Comparing responses to Varying Spring StiffMesses. ...............ccsssccccccecccceessssssesesseees 78 
Figure 73: Y Acceleration Response to Sample Barge Test Input of NODE 6542 (CPU), 
Comparing responses to Varying Spring Stiffmesses. ...............cssessnscccececceececeeseseeseees 79 
Figure 74: Z Acceleration Response to Sample Barge Test Input of NODE 6542 (CPU). 
Comparing responses to Varying Spring SUTMESSES..< s.cece0cse ee Gees se cayeseceqonsccevezsscias 79 
Figure 75: Y Displacement Response to Sample Barge Test Input of NODE 6850 (Right 
Rear Bottom Mount), Comparing responses to Varying Spring Stiffnesses. ............ 81 
Figure 76: Z Displacement Response to Sample Barge Test Input of NODE 6850 (Right 


Rear Bottom Mount), Comparing responses to Varying Spring Stiffnesses. ............ 8] 


X11] 





a sk oe ot 7? tm Te. 
oe - a a a Sa 7 GA 
7 ~~ e @eaey aL) es pee 


a - = STL = . ie 


a = 40.4 CevVe. 
on : i” > 
i= a = : wets 
' 
st 
a 
= ie 


LIST OF TABLES 


Table 1: First 30 Natural Frequencies of the Single and Dual 


Table 2: Analogous Node Locations Between Rack Variants 


XV 


Monitor Variants. ............. 


SCOHSHSSHSSHS SHS SHSSSSOSOSOSCH HEHE OHO HP ET SEH HSH HHO REO RHO OOS 








Cres? Le Sz of 


7 ie Dae ¢: 


ACKNOWLEDGMENT 


The author would like to acknowledge the financial support of NCCOSC, 
RDT&E Division, TAC Project Office (CODE D4103), for allowing the purchase of 
equipment used in this thesis. Mr. Larry Core and CDR Dave Ready were invaluable to 
the project’s completion. 

It is with deep gratitude that I thank Dr. Young Shin for his support and guidance 
throughout my entire graduate education. His scholarly ambition has increased my 
confidence in my technical and scholarly abilities, reinforcing the maxim of attention to 
detail. Special thanks to Tom Christian for his outstanding assistance in ensuring the 
Vibrations Computer Lab was optimized for this study. His patience is greatly 
appreciated. 

Finally, I dedicate this work to my family and my Lord. The love support that 


flows from them made all this possible. 


XVI1l 


oe 


a7 















a ete gran ig. aera | 


_ 


: Foy Mini! ih 
: ry (oy of G0 lity mali 
jilanm © Hyayy 

i caw ernie atl 

— | ovis he whe 

ri oo ‘eer eosin 
= 

evi ma te”) lb DQG 
: == <4 (ety 


‘ 


? 
* 2°00 © Gel.) “eA 


IV ee , & al fey’ ae at © 


I. INTRODUCTION 


A. BACKGROUND 


Throughout the U.S. Navy’s history, warship designers have continually struggled 
to construct ships that were resistant to damage. Prior to World War II, the primary 
damage mechanism for these ships was direct impact by shells or torpedoes fired from 
enemy ships and also the blast wave from firing the ship’s own guns. For protection from 
enemy ordinance, vital equipment was located as far away from the hull as practical and 
as much armor as possible was carried by the ship. To limit the own-ship gun-blast 
damage, a limited testing program using rudimentary shock and vibration testing 
machinery was developed which slowly became more sophisticated as time passed. 

During World War II, non-contact ordinance was developed which further 
complicated the ship designers task. These types of ordinance explode at a distance from 
the ship hull applying an underwater pressure pulse to a large portion of the hull. Here 
the primary damage mechanism is not physical damage from the blast itself, but from the 
violent shaking of the hull produced by this pressure wave. This caused heavy 
equipment, previously considered safe, to become misaligned and/or inoperative due to 
mount breakage or casing fracture. Lighter equipment could be damaged due to 
permanent deformation and internal part interference resulting from the excessive motion. 
Electronic equipment was also particularly susceptible to damage in this manner. In 
response to this new type of damage, a more formalized ship shock testing requirement 
was developed using a variety of more sophisticated testing machines and specifications. 

The current evolution of this testing program is contained in MIL-STD-901D 
[Ref. 1]. This military specification outlines all the shock testing requirements for 
shipboard machinery, equipment, systems and structures which are required to resist the 


effects of mechanical shock. The purpose of these requirements is to verify the ability of 


these shipboard installations to withstand shock loading which might be incurred during 


wartime service. 


B. MILITARY SHOCK SPECIFICATION (MIL-STD-901D) 


MIL-STD-901D breaks the testing requirements down by classifying the 
equipment to be tested using different criteria and then specifying the types of tests 
required based on these criteria. These criteria are: 

- Shock Grade - vital or non-vital to ship safety or combat capability. 

- Equipment Class - uses resilient mounts or not. 

- Test Type - principle unit, subsidiary component, or subassembly. 

- Mounting Location - surface ship or submarine , hull/deck/plating mounted. 

- Mounting Orientation - bulkhead/base/overhead/CG mounted and mounting 

ax1S. 
In addition to these criteria, the equipment’s weight, size and center of gravity are 
considered. 

All of these criteria are used to determine the required test category and the 
amount of damage allowed for a passing grade. The three test categories are Lightweight, 
Mediumweight, and Heavyweight. The allowable damage criteria varies significantly 
based on equipment classification, but essentially ensures that the equipment continues to 
function and does not become a safety hazard itself. Both Lightweight and 
Mediumweight testing are performed on a specific laboratory machines, while 
Heavyweight testing is performed on a specific floating shock platform. 

For each type of testing, the number, type, and manner of shock application are 
specified, and again vary, based on equipment classification. This includes specifying the 
test fixture, how the equipment is mounted to the test fixture, and the magnitude and 
direction of the shock force application. More specific information 1s found in MIL- 


STD-901D and a general explanation of the testing is found in NRL Report 7396 [Ref. 2]. 


C. DESCRIPTION OF THE TAC-4 SYSTEM 


The TAC-4 ruggedized rack system, as designed by Science Applications 
International Corporation (SAIC) [Ref. 3], utilizes different ruggedized rack 
configurations of Commercial Off-the-Shelf (COTS) computer equipment. It is the 
fourth generation of the Tactical Advanced Computer system developed for United States 
military use. The system is designed to be flexible enough to provide for many varied 
equipment configurations mounted within each rack type. Each rugged rack houses and 
provides conditioned power to user specified COTS console, server, and workstation type 
installed equipment. The types of installed equipment can include: Central Processing 
Units, Disk Drives, Monitors, and Power Supplies. 

Currently there are three different rack types, a 72 inch, 60 inch and 42 inch 
variant. Each rack type is designed to provide a shock-mounted housing for the 
electronic equipment and also provides for air cooling of the installed equipment. Each 
rack type is also designed to provide for easy replacement and upgrading of installed 


components. 


D. PROBLEM DEFINITION 


The rapid pace of current electronic and computer modernization coupled with the 
slow turnaround and life-cycle outlook of traditional naval contracting has precipitated a 
situation where the navy can not keep pace with current technology. As a further 
difficulty in the equipment contracting process, all military-specifications (mil-specs) 
must be met by the manufacturer. This adds significant cost and design and 
manufacturing delays to any computer system required for naval tactical use. These 
design, manufacture, and contracting delays result in a product which is obsolete well 
before 1t can be placed into service. 

To remedy this situation, the U.S. Navy has changed its contracting procedures, 


but more importantly the type of computer hardware used for tactical computing. 


Previously, each tactical computer was a stand-alone unit specifically designed for its 
requisite task, or relied upon a standard chassis which was modified to perform the 
required task (e.g., AN-UYK-7,-43). This approach was satisfactory until the advent of 
the computer revolution which heralds a new technical innovation or increase in 
computing capacity about every six months. This time period is far too short for the 
industry to design mil-spec computers at the same rate as which commercial computers 
improve. 

By using commercial computers, which are not necessarily designed to comply 
with mil-specs, the military can keep up with the computer revolution. The largest issue 
remaining, however, is to ensure that these computers actually meet the required mil- 
specs because of their employment in vital warship systems. With respect to the shock 
mil-spec (MIL-STD-901D), the assurance involves prescribed physical shock testing as 
discussed in a previous Section. 

As written, MIL-STD-901D requires that all shipboard equipment be tested. Due 
to the myriad of different possible rack configurations, this testing rapidly becomes 
prohibitively expensive and time consuming. This introduces additional delays to the 
introduction of current computing technology to the fleet almost defeating the purpose of 
using COTS technology. 

One possible way to solve this problem is to generate a computer model of a 
general rack system and simulate its response to the shock inputs provided from the 
shock testing equipment. These simulated results can then be compared to actual 
physical testing results and the model adjusted to ensure the simulation provides a 
conservative analysis (Model Verification). Now, the computer model can be adjusted to 
represent any possible rack equipment configuration and be subjected to the shock 
simulation. This, along with baseline acceptable g factors provided by the COTS 
manufactures, can provide for a judge of the shock acceptability of each rack 
configuration without the need for excessive physical testing. This will definitely drive 


down system acquisition costs and time, providing a better product to the fleet. 


E. SCOPE OF RESEARCH 


This work will concentrate specifically on two versions of the 72 inch rack. The 
first, designated CLIN 0003AA by SAIC, is the single monitor workstation model. 
Figure | is an illustration of the layout of this rack. The second, designated CLIN 
0001AA by SAIC, 1s the dual monitor workstation model, whose layout is illustrated in 
Figure 2. For each of these rack configurations, a finite element model will be 
constructed for subsequent computer simulation analysis. Both static and modal analyses 
will be performed to ensure proper modeling of the racks and to get a generalized idea of 
their dynamic characteristics. Finally, two separate transient analyses will be performed. 
The first is a high g impulse load, simulating a single hammer-type blow. The second 
transient simulation represents a sustained low frequency content shock train representing 
the type of shaking experienced from an underwater explosion. These two different 


shock types will allow for a characterization of the system response to most shock inputs. 
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Figure 1: Layout of the Single Monitor Variant of 72” Shipboard Rack (CLIN0003AA), 
from Ref. 3. 
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Figure 2: Layout of the Dual Monitor Variant of 72” Shipboard Rack (CLIN0001 AA), 


from Ref. 3 


Il. THEORETICAL BACKGROUND 


A. FINITE ELEMENT METHOD 


The analysis of any engineering problem begins with the development of a 
mathematical description of the system. This description usually consists of coupled 
differential equations which are difficult to solve analytically. The finite element method 
is a numerical procedure for approximating the solution to these complex problems. This 
method divides the system into discrete regions where approximate solutions to the 
model’s behavior are obtained at specific points called nodes. Nodes are the points which 
connect the discretized regions, or elements, together. The accuracy of any finite element 
solution depends on the way the finite element model is generated, specifically the 
number and types of elements used in the model. 

The origins of the finite element method began in the 1950s, but only became 
practical within the last ten years with the advent of modern digital computers. Every 
node in the model has six degrees of freedom, and the equations developed to describe 
the system must be applied at every node. For large models, based on number of nodes, 
this becomes cumbersome and requires a large computing and data storage capacity to 
solve the engineering problem. The key to an efficient solution, is to balance accuracy 
requirements, or number of nodes, with the requisite computing time. 

Discretization in the finite element method for structural analysis is accomplished 
by first breaking the structure into nodes and elements. From these nodes and elements, 
mass, stiffness and damping matrices are produced based on the dimensions and physical 
properties of the modeled materials and the type of element used. These matrices are 


then used in the appropriate equations to solve the problem. 


B. NORMAL MODE ANALYSIS 


Free vibration analysis (Normal Mode Analysis) is a method for predicting the 
undamped vibration characteristics of a structure. This type of vibration analysis occurs 
in the absence of external excitation, but provides an excellent understanding of the 
system’s nature in responding to dynamic excitation. The equation of motion of a 
discrete system is written in matrix form as, 


[M]{d} + [K]{d} = {0} (1) 


ee 


where, [M] is the nxn structural mass matrix, {d} is the nx1 nodal acceleration vector, [K] 
is the nxn structural stiffness matrix and {d} is the 1xn nodal displacement vector. 
Equation (1) is a system of coupled linear differential equation with n-independent 
unknowns, where n is the total number of degrees-of-freedom in the structure. By 
assuming a solution of the form, 
{a} = Cl gfe (2) 
an n" order homogenous eigenvalue problem is generated as, 
|—«?[M]+[K]]Ce* = 0 (3) 
where, C is a complex constant and {d}is a nx] spatial vector. The non-trivial solution to 
Equation (3) requires that, 
det|— @?[M]+[K]] = 0 (4) 
This is the characteristic equation of the system. The roots of this equation are the 
eigenvalues, 2, = 7, where each @, is a natural frequency of vibration. For each 
natural frequency, there is a corresponding eigenvector {0} which 1s the mode shape 
associated with that frequency. Thus, the solution to the free vibration problem is n 
eigenpairs, consisting of m, and {”}. These eigenpairs have interesting properties 
which make them very useful in simplifying the equations used to mathematically model 


the system. 


C. MODAL TRANSIENT RESPONSE ANALYSIS 


The following discussion is for the generalized case of transient response analysis. 
This study is strictly a base excitation problem which requires a slight modification to 
this discussion, specifically in the description of the excitation force vector {F}. This 
modification will be discussed further in the following section, entitled The Large Mass 
Method. 

The previous discussion of Modal Analysis resulted in n eigenpairs of @, 
(eigenvalue) and {"} (eigenvector or mode shape) which will be subsequently used to 
decouple the system differential equations. This decoupling drastically simplifies the 
response calculations for the system. Because each eigenvector is orthogonal to every 
other eigenvector it allows vibration response to be described as a linear combination of 


these mode shapes. By constructing a square transformation matrix whose columns 
consist of the n mode shapes, 1o'd7...6"| or [@], it can be used to change the physical 
system coordinates into a different coordinate system (modal coordinates) by substituting 
for {d(t)} , the physical coordinate vector, in 

[M]{d} +[C]\d} +[K]{d} = {F} (5) 
with 

{a(t)} =[®]{n(t)} (6) 

where {7(t)} is the modal coordinate vector (Note that Equation 5 introduces the 


damping matrix [C}): 


[MI ]{A} +[ClO]{n} +[K]®]{n} = (B (7) 
Premultiplying each term in Equation 7 with [®]" produces: 
[M]{a} +[C]{n} +[X]n} = (4) (8) 


where [ M] is the diagonalized mass matrix, [C] is the diagonalized damping matrix, 
[K]is the diagonalized stiffness matrix and {F} is the modal Force vector. It is important 


here to state that [C] must be diagonalizable by [®]. To ensure this, the system damping 


matrix in physical coordinates can be defined as a linear combination of [M] and [K] or 
specified in modal coordinates, already diagonalized, using a percent format. 

This process of diagonalizing these matrices is known as modal decomposition 
and results in n independent equations, one for each modal degree of freedom (DOF). 


The i" DOF’s equation corresponds to the ith row of Equation (3) and may be written as: 


Mini + Cin, + Kyun, = F; (9) 
Premultiplying Equation (8) through by results in: 
tA} +[2¢,0, }{a} +[o,7 f{n} = fa} (10) 


where ©, is the i" modal damping factor (percent damping), , is the i” natural frequency 
and {a} is the time varying acceleration vector produced by the forcing function. 
The i” row of the uncoupled system of equations (with time dependence added for 


emphasis) 1s now: 


Hj (t) + 26,4, (t) +0,?n,(t) = a,(t) (11) 
The solution to Equation (5) requires two initial conditions of the form: 
{d} uo = {do} (12) 
and 
td}... = {do} (13) 


These equations must also be transformed into modal coordinates. This is accomplished 


in a similar manner as the equations of motion for the system resulting in: 


{not =[M]"[e]"[M]{4,} (14) 


and 


{ho} =[M]'[e]"[M]{a,} (15) 
By applying these transformed initial conditions to Equation (11), a solution for the 


modal displacements is obtained of the form: 


I i 
n, (t) = no,cos(o ,t) + —7,,sin(@ ,t)+ 1 fa, (sino (1 —thdt (16) 
0; i 0 


Each modal coordinate has a solution of this form. All of these are then combined into 


vector form {yn}. The physical displacements are then obtained using Equation (6): 


{a(t)} = []{n(t)} 
This method as shown here works well for models with up to a few hundred DOF. 
It becomes extremely cumbersome and time consuming for larger models, but requires 
only a slight modification to remedy this situation. Most of the system transient response 
is contained in the lower frequency mode shapes, therefore a very accurate approximation 
of the system response can be made using a relatively small proportion of the total mode 
shapes. This is known as modal truncation and is done by modifying Equation (6) as 


follows: 
NDOF 
{a(t} =[©]}n@} = io, jn, (17) 
i=] 
Here, NDOF is the total number of mode shapes selected to be used in the approximation. 
Further information on both Normal Mode Analysis and Transient Response Analysis is 


contained in Reference 4. 


D. THE LARGE MASS METHOD 


Equation (5) requires that the base excitation be defined as a force vector. It is 
however much easier to physically measure a displacement, velocity, or acceleration of a 
base than a transmitted force. Now the excitation force can be defined as simply a base 
acceleration multiplied by the base mass (the appropriate derivatives are taken if the 
actual input is defined as a displacement or velocity time history). In many structural 
analyses, the actual physical base mass is unknown or unmeasurable, so it is assumed as a 
very large value. This ensures that any errors in calculations remain insignificant. 

The Large Mass Method is implemented by placing large point masses (m,) at all 
enforced degrees of freedom. These masses should be several orders of magnitude larger 


than the structural mass (typically 10° times larger) which ensures sufficient numerical 


le 


accuracy. Now the appropriate acceleration time histories are applied via the large 
masses. The converted force is now simply F(t)=m,a(t) at each enforced node. 

One drawback to the Large Mass Method is that it can remove the static 
determinancy of the model, introducing rigid body modes into the solution. Rigid body 
modes are undeformed gross translations and rotations of the entire model which are not 
physically present in the real system. This is easily avoided by excluding these rigid 
body modes while using modal truncation. A second difficulty arises because you have 
added mass to the system which is not physically there. Because of this, care must be 
taken to ensure that this does not affect the calculated results. This entails using the 
proper scale factors within the NASTRAN input deck to ensure proper force application. 


See Reference 5 for further explanation of the Large Mass Method. 


Il. MODEL DEVELOPMENT 


The entire modeling process was accomplished using the computer code 
MSC/PATRAN (Version 6). This pre-processor program allows the user to use a simple 
graphical and menu interface to create both the model geometry and finite element mesh. 
Additionally, it will construct the required computer input file for various finite element 
codes for the required model analyses. Due to the similarity in both of the rack systems 
analyzed in this study, only the single monitor was modeled initially modeled and then it 


was modified into the dual monitor model. 


A. GEOMETRIC MODELING 


The first step in any finite element structural analysis is to create a geometric 
model of the structure. This was accomplished using the drawings provided in Reference 
3 as a guide. Certain features of the solid model such as bolt holes, electrical 
connections, and fasteners were not modeled because this level of detail was not required 
in the study. Also, certain complicated geometric features of the model, such as drawer 
slides and flanges, were simplified (while retaining appropriate physical dimensions and 
properties) for the same reason. 

The geometric model was made by constructing and joining appropriate points, 
curves, surfaces, and solids in proper relation to each other. Due to the complicated 
internal structure of the rack, it was initially divided into several manageable portions 
which were later combined to form the entire structure. The following paragraphs 
describe how each individual portion of the rack was modeled. The rack was broken 
down into the following sections and will be referred to with the following names: 
tubular frame, rack frame, shell, and equipment drawers and bullnose. From the outset, 
the goal of the modeling process was to minimize the number of elements in order to 


minimize the computational requirements, but to still ensure an accurate model response. 


A large portion of this strategy is to simplify the actual structural shapes into idealized 
structures, thus keeping the mathematical model as small as possible with minimal 
impact on solution accuracy. 

The tubular frame 1s the portion of the rack which 1s the gross load bearing 
Structure in the rack. Because the various channels and mini-flanges on this structure 
would severely complicate the modeling of it, this structure was simplified to a 
rectangular box of similar dimensions. This will provide for a similar dynamic model 
response. The large flange on the tubing, however, was modeled because of its 
comparatively large dimensions. Figure 3 shows the critical dimensions of the 72” Rack 
midsection (Plane View), clearly indicating the complexity of the tubular sections. 

The rack frame is the portion of the rack which the drawers are connected to using 
sliding rail mounts. Due to the fact that the large numbers of small bolt holes in this 
portion of the model would severely complicate the model, all bolt holes were ignored. 
Although holes in any solid material significantly affect that piece’s structural properties 
(e.g. bending, torsion), the effects can easily be compensated for by later changing the 
material’s other properties (Young’s Modulus, thickness) to account for this. This 
portion of the model also includes the drawers’ sliding rail mounts. These pieces are a 
very complicated nesting of steel channels, rollers, and cam locks. Since this would be 
difficult to model, these pieces were modeled as solid metal bars. Again, material 
properties can easily be varied later to account for the actual behavior of these rails. 

The shell consists of all the cover plates in the rack system: top, bottom, sides, 
front, and back. These were very simple to model because they are flat plates. 

The equipment drawers and bullnose, due to their complicated internal structure, 
also had to be simplified during the modeling process. The drawers were modeled as 
solid blocks of the appropriate size with a corresponding density so they had the correct 
weight. Other material properties were approximated in order to give the appropriate 


dynamic response. 
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Figure 3: Critical Dimensions of 72” Rack Midsection (Plane View) 
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B. FINITE ELEMENT MODELING 


Once each portion of the model was modeled geometrically, it is ready to be 
discretized into finite elements. This was done to each separate portion of the rack. Here, 
the next most important part of the modeling strategy is to make the individual elements 
as large as possible. This serves to minimize the mathematical model size and to 
maintain the accuracy of calculated responses. 

Two types of finite elements were used to model the rack. The first type are 
called quadrilateral plate elements, while the second are called hexagonal, or brick, 
elements. The plate elements were used everywhere except in the electronics components 
and the bullnose where brick elements were used. Plate elements were chosen because 
they model structures whose thicknesses are much smaller than their other dimensions 
well, as most of the rack parts resemble this. Brick elements were used to model the 
electronic components to maintain the spatial representation of these components in the 
model and because their physical properties are easy to modify. 

All metal structures in the rack were modeled using plate elements of appropriate 
thickness using the physical properties of 18-8 stainless steel. Plate elements were 
chosen over beam elements for the tubular frame to ease the modeling process with 
respect to connectivity of overlapping parts and the resulting varying thicknesses. The 
electronic components used brick elements whose density was adjusted to produce the 
appropriate weight. Also, the stiffness of the brick elements was modified to introduce 
more flexibility than that of steel to more closely mimic the true drawer response. 

The last portion of the rack requiring modeling is the shock mounts. The system 
shock mounts were also idealized. This consisted of connecting the appropriate nodes on 
the cabinet using rigid beam elements, maintaining the correct geometric offsets, to the 
coincident nodes used for the linear spring elements. Each mount model uses three 
springs one in each translational direction. The manufacturer supplied mount force- 
displacement curves [Ref. 6] were then used to obtain linearized approximations of the 
spring constant values for each of these springs. Because no rotational data was 


available, 
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rotational spring stiffness was not modeled. Figures 4 through 6 shows the finite element 
discretization of each portion of the rack system for the single monitor model. 

Once each portion of the rack system was discretized, they were appended to each 
other to form the entire rack system assembly. Figures 7 and 8 show the appended 
models for the single and dual monitor models respectively. Now that the model portions 
are joined, all possible model continuity checks were performed. All elements were 
checked to ensure that their dimensions and shapes were well within acceptable 
mathematical standards to ensure the accuracy of all ensuing model calculations. Also, 
checks for duplicate nodes and elements, as well as missing nodes and elements were 
performed. If the model is properly constructed, the free edges will show the actual 
model boundaries. If not, a free edge will appear to indicate either a crack or a hole in the 
model. Finally, a static analysis was performed on the model Using MSC/NASTRAN 
(Version 69) as a gross model integrity check. This serves as a final common sense check 
of the model prior to performing the more elaborate dynamic calculations. This is 
accomplished by comparing the calculated static deflection of a component with normal 
eravity applied, for example - the center of a drawer rail, with what you would expect for 
the given loading condition. 

The process of creating the finite elements, joining them, and applying the 
appropriate physical properties is the most important part of the entire simulation process. 
Mistakes made during this process can easily invalidate all calculations made using the 
model. Because of this, this process is the most time consuming of them all. Once a 
good, basic model 1s constructed it can easily be modified as required to different rack 
configurations for simulation testing. Reference 7 contains further information on the 
finite element modeling process. 

Appendix A contains a listing of the important physical characteristics (including 
major dimensions, weights, and mount characteristics) used to model both the single and 


dual monitor rack variants. 
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Figure 4: Finite Element Models Showing Discretization of the: a) Internal Rack Frame 


and b) Tubular Support Frame. 
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Figure 5: Finite Element Models Showing 
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Figure 6: Finite Element Models Showing Discretization of the: a) Electronic 
Components and b) Rack Bullnose. 
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Figure 7: Overview of Single Monitor Rack Variant Discretization into Finite Elements. 
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Figure 8: Overview of Dual Monitor Rack Variant Discretization into Finite Elements. 


IV. NORMAL MODE ANALYSIS 


The normal modes of vibration for both models were solved for using 
MSC/NASTRAN (Version 69) finite element structural code. From the theory 
previously discussed, a full normal mode analysis will produce a normal mode for every 
degree of freedom. For large models, as in this case (over 30,000 DOF), this level of 
computation becomes tedious and is generally unnecessary. MSC/NASTRAN has 
several methods to choose from in order to determine the normal modes. The Lanczos 
Method [Ref. 8] was used because it 1s the most efficient method for large problems and 
is also very accurate. The following two sections will discuss the most important modes, 
from a dynamic response perspective. 

Physically, a mode represents the shape of vibration an object takes if the object is 
vibrated at its corresponding natural frequency. From this description, it is easy to 
understand why they can be useful in transient response analysis, providing a base 
understanding of dynamic response characteristics. 

In order to facilitate the description of the mode shapes, the directions of motion 
must be defined. Vertical motions occur along the Y-axis, transverse motions along the 
X-axis, and fore-aft motions occur along the Z-axis. Because mode shapes (eigenvectors) 
are scaleable, the deformations shown in all figures are not to scale with the rack itself 
but are exaggerated for visual display purposes. The number associated with the 
deformation is the mass normalized value for the eigenvector. This establishes the modal 


mass at unity for the subsequent decoupling of the equations of motion. 


A. SINGLE MONITOR VARIANT (CLIN 0003AA) 


The model of this rack configuration contains 83 separate modes below 100 Hz. 
This group of modes can be divided into two general categories, gross and localized 
modes. Gross modes occur when the entire rack essentially moves as a unit with some 


twisting of the entire structure (this is not a rigid body mode, which indicates unrestrained 


motion). The first six modes can be characterized as gross modes. A description of these 
modes follows. Appendix B lists the characteristics of the local modes 7 through 25. 

Mode | at 3.50 Hz , shown in Figure 9, depicts a gross mode consisting of a 
complicated rocking motion. This motion consists of a combination of pivoting about 
two separate axis parallel to the Z-axis and the Y-axis. This is indicated by the annular 
shaped deflection zones shown on the figure. 

Mode 2, which occurs at 5.34 Hz, consists of a rocking motion about an axis 
parallel to the X-axis. This is shown in Figure 10. 

The 3 Mode at 7.37 Hz indicates an almost pure rocking motion about an axis 
parallel to the X-axis. Figure 11 again shows the annular deflection zones which 
indicates this. 

Figure 12 shows Mode 4 which occurs at 7.44 Hz. The deflection pattern here 
indicates that this mode is a rocking motion about an axis which goes from the middle- 
front to the middle-top of the rack (white zones). 

Next is Figure 13 which is Mode 5 at 9.13 Hz. This mode is a pure rocking 
motion about an axis which occurs where the bullnose is attached to the rack (white 
zone). 

Mode 6, which occurs at 9.87 Hz, indicates another rocking mode. This occurs 
around an axis from the middle-front extending to the back-bottom edge of the rack. This 
is shown in Figure 14. 

Modes 7 through 83 consist of localized modes. These occur when the rack, as a 
whole, remains relatively stationary while individual parts on the rack vibrate separately. 
Figures 15 and 16 show two examples of localized modes. Figure 15 shows the 8" mode 
at 24.65 Hz and Figure 16 shows the 21“ mode at 29.58 Hz. 

Mode 8 is characterized by two separate localized plate bending modes. The first 
is the cabinet’s top panel which exhibits a minimal first bending mode. The other is the 
cabinet side panels which also exhibit a strong first bending mode, while vibrating in 
opposite phase to each other. The 21“ Mode is also characterized by localized plate 


bending modes. Here, the 1* plate bending mode of the top panel is still present, but 
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Figure 9: Single Monitor Variant, Mode 1, 3.50 Hz. 
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Figure 10: Single Monitor Variant, Mode 2, 5.34 Hz. 
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Figure 11: Single Monitor Variant, Mode 3, 7.37 Hz. 
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Figure 12: Single Monitor Variant, Mode 4, 7.44 Hz. 
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Figure 13: Single Monitor Variant, Mode 5, 9.13 Hz. 
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Figure 14: Single Monitor Variant, Mode 6, 9.87 Hz. 
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Figure 15: Single Monitor Variant, Mode 8, 24.65 Hz. 
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Figure 16: Single Monitor Variant, Mode 21, 29.58 Hz. 


a2 








= a oS. 7 = a 


"1 ¢ 4 omnes 
Be res 
i 

a 


7 


“a 


a 8 (ls tt a 


stronger. The side panels have shifted into their 3 plate bending mode, while vibrating 
in opposite phase to each other. The other localized modes consist of higher order modes 
for the top and side panels, as well as localized modes 1n other locations on the rack. 


Appendix B lists the characteristics of the first 25 modes for this rack variant. 


B. DUAL MONITOR VARIANT (CLIN 0001AA) 


The model of this rack configuration also contains 83 separate modes below 100 
Hz. This group of modes is also divisible into the same two general categories, gross and 
localized modes. As expected, these modes are very similar to the modes for the single 
monitor variant. Table 1 lists the first 30 natural frequencies for each rack variant. Note 
that the 7" through the 30" modes have essentially the same frequency between the two 
rack variants. 

The first six modes of this rack variant are characterized as gross modes and are 
very similar in shape to the first six modes of the single monitor rack variant. The only 
difference is a shifting in the natural frequency at which these modes occur. This 1s 
mainly due to the difference in weights between the two racks. Figures 17 through 22 
show the modes for the dual rack variant. Comparing them to Figures 9 through 13 
readily shows the similarities. 

As with the other model, the rest of the modes are localized vibration modes. The 
local modes in the dual monitor variant are exactly the same as in the single monitor rack 
variant (between parts common to both models). This is expected because local modes 
are only dependent on the physical properties of the local part. Figures 23 and 24 show 
Modes 8 and 20 which correspond to Modes 8 and 21 in the single monitor variant 
(Figures 15 and 16). These modes are exactly the same in both models. Other common 
modes are discernible from Table 1. Appendix B lists the characteristics of the 7” 


through 25" modes which are the same as for the single monitor rack variant. 
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The modal analysis of both of these models has revealed that the first six modes 
are the most important to consider for transient response and probably account for 80 to 
90 percent of the dynamic response characteristic. These modes are most heavily 
influenced by the weight of the rack (including its distribution) and the mount spring 
characteristics. Changes to any of these will certainly change the mode frequencies and 
shapes. 

Local modes account for the other 10 to 20 percent of the dynamic response. 
Note that by theory, the lower the frequency of the mode, the more it contributes to this 
response. Eventually, the higher modes can be ignored and still obtain a very accurate 


solution to any dynamic problem. This will be discussed further in the next chapter. 


Mode Single Monitor Variant Dual Monitor Variant 
| MM | ara requeny Gt) |_Natral requeney Ha) 
a a en aa a 
OST Osi 
8s —idC—i 
8508850 


Table 1: First 30 Natural Frequencies of the Single and Dual Monitor Variants 
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Figure 17: Dual Monitor Variant, Mode |, 3.09 Hz. 


36 





MSC/PATRAN Version 6.2 03-Jun-98 00:01:19 
FRINGE: modal, Mode 2 : Frequency 


4.77403: Eigenvectors, Translational (VEC-MAG) -MSC/NASTRAN 


4.77403: Eigenvectors, Translational -MSC/NAST RAN 


—_ 


DEFORMATION: modal, Mode 2 : Frequency 


.1528 


oO Ww = 
bar wo (ey) 
@ © N 
op) ep) N 


.07638 


— Cee 
Coe 





a + Ae 
tom Lire Vi Tee at 
Px , fs GF. ewy iy 





oq CS UG Er 3a Gay. tee S2SHecPe sh = 
BS AUB AWE MONE ST els Fas). 
SYS oH Hi 


WOES Tees 
NN 
Ly 


Le pez = 
WEP ABTS Vd tN x 
fA Peay eo 


—— 





cian fee S 
Fi NS 
a fooy BoA 


Vaan ; 
a one 2S mee 6 ve ae 





\ 





Ps aaa 
Hs WAX 


ep 


a! 





», 





.00000004500 


Figure 18: Dual Monitor Variant, Mode 2, 4.77 Hz. 
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Figure 19: Dual Monitor Variant, Mode 3, 6.96 Hz. 
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‘igure 20: Dual Monitor Variant, Mode 4, /.5/ Hz. 
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Figure 21: Dual Monitor Variant, Mode 5, 8.77 Hz. 
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Figure 22: Dual Monitor Variant, Mode 6, 9.32 Hz. 
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Figure 23: Dual Monitor Variant, Mode 8, 24.65 Hz. 
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Figure 24: Dual Monitor Variant, Mode 20, 29.58 Hz. 





V. TRANSIENT RESPONSE ANALYSIS 


Two separate analyses of each model were performed. The first analysis used an 
idealized input which represents a generic shock pulse designed to get the feel of each 
rack variant’s response. This consisted of a 40G, 2msec half sine wave shock pulse. The 
second analysis used an actual shock input acceleration obtained from a barge test 
performed for human response trials. 

All transient responses were obtained using MSC/NASTRAN (Version 69) finite 
element structural code, employing the Modal Transient Response Analysis method 
(incorporated with the Large Mass Method). The following results show to varying 
degrees how well the rack system mitigates the shock acceleration of the various portions 
of the rack. Throughout the discussion it 1s important to note that in the case of both 
shock inputs, the results were purposely guided towards theoretical conservatism (worst 
possible case). Each type of shock input will be described separately as 1t applies to each 
rack type, the single and dual monitor variants. Refer to Figure 25 for the location of the 
nodes for the single monitor variant and to Figure 26 for the dual monitor variant. Table 
2 lists the analogous nodes between the two rack variants for comparisons between 


variant responses. 


A. HALFSINE BASE EXCITATION 


Figure 27 is a plot of the shock input used for this analysis. All responses were 
calculated out to 1 second to ensure that the peak responses were captured. The modal 
cutoff frequency used for these analyses is 200Hz. This ensures that enough mode shapes 
are used in the solution to maintain mathematical accuracy. The solution time step used 
for these analyses is 1.25e-4 seconds. This balances the desire for high accuracy with the 
limitation of computer resources, ensuring that the input acceleration characteristics are 


captured. All calculations using this input use 2 percent modal damping. 
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Figure 25: Locations of Nodes in the Single Monitor Rack Varia 


Analysis. 
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Figure 26: Locations of Nodes in the Dual Monitor Rack Variant used for the Transient 


Analysis. 










ee | eee 
20 
0 













Central Processing Unit 
Rear Right Bottom Mount (disp) 


Table 2: Analogous Node Locations Between Rack Variants 
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Figure 27: 40G, 2msec Halfsine Shock Base Excitation in the Vertical (Y) Direction. 
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1. Single Monitor Variant (CLIN 0003AA) 


Figures 28 and 29 show the acceleration response transmitted through the top of 
the base shock mounts with Figure 28 being the front-bottom mount (NODE 6707) and 
Figure 29 the rear-bottom mount (NODE 6887). For both of these figures, the initial 
shock input pulse is mitigated somewhat (by approximately 5 Gs), and is then rapidly 
damped down (with a ring-down effect) to approximately 3G peaks at each node location. 
This shows that the mounts, are mildly effective for impulse type loads. 

The rack system 1s designed to mitigate shock to the electronic components. 
Figures 30 through 33 are the acceleration time responses for representative nodes in each 
of electronic component mounted within the rack, corresponding to the Power Supply, 
Power Distribution Unit, Monitor, and Central Processing Unit respectively. For all of 
these components the peak shock value is mitigated by about four or more Gs. Although 
the peak value is still around 35 G’s for each component, this equates to almost a 12% 
reduction from the input peak. Also as in the case of the mounts, the shock value is 
quickly mitigated to 2G peaks. Figure 34 shows the acceleration response of NODE 
4220 at the tip of the bullnose. Note that the peak value here is the same as the input 
shock, indicating no mitigation at all. This is because the location of this node is 
extended out from the system’s center of gravity, acting as a cantilever. This node was 
chosen to represent the largest response in the bullnose. As in the other electronic 
components, the shock is quickly mitigated down, however these peaks are slightly 
higher at 3Gs due to this cantilever effect. 

Figure 35 shows the acceleration response of the upper-left front corner of the 
rack. This node was chosen to represent how the cabinet itself responds to the shock 
loading. The peak response for NODE 520 is mitigated by approximately 4 G’s and 
quickly is mitigated down to 2G peaks as discussed before. 

The next major area of concern with the rack is to determine if the shock mounts 
themselves will exceed design limits or bottom out. Figure 36 shows the magnitude of 


the displacement response of the front-bottom mount (NODE 6846), while Figure 37 
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NODE 6707 Acceleration vs Time (halfsine input) 
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Figure 28: Acceleration Response to Halfsine Input of NODE 6707 (Top of Front Left 


Bottom Isolation Mount). 


NODE 6887 Acceleration vs Time (halfsine input) 
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Figure 29: Acceleration Response to Halfsine Input of NODE 6887 (Top of Rear Left 


Bottom Isolation Mount). 





NODE 4332 Acceleration vs Time (halfsine input) 
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Figure 30: Acceleration Response to Halfsine Input of NODE 4332 (Power Supply) 


NODE 241 Acceleration vs Time (halfsine input) 
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Figure 31: Acceleration Response to Halfsine Input of NODE 241 (Power Distribution 
Unit). 
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NODE 2631 Acceleration vs Time (halfsine input) 
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Figure 32: Acceleration Response to Halfsine Input of NODE 2531 (Monitor). 


NODE 6642 Acceleration vs Time (halfsine input) 
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Figure 33: Acceleration Response to Halfsine Input of NODE 6542 (Central Processing 
Unit). 
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NODE 4220 Acceleration vs Time (halfsine input) 
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Figure 34: Acceleration Response to Halfsine Input of NODE 4220 (Bullnose Tip). 


NODE 520 Acceleration vs Time (haifsine input) 
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Figure 35: Acceleration Response to Halfsine Input of NODE 520 (Top Front Left 


Cabinet Corner). 





NODE 6846 Displacement vs Time (halfsine input) 
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Figure 36: Displacement Response to Halfsine Input of NODE 6846 (Bottom Left Front 


Mount). 


NODE 6850 Displacement vs Time (halfsine input) 
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Figure 37: Displacement Response to Halfsine Input of NODE 6850 (Bottom Left Rear 
Mount). 
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shows the same for the rear-bottom mount (NODE 6850). All displacements are well 
within design limitations (2 to 3 inches depending on axis direction), with no bottoming 
out of the mount either (nominally 3.5 inches). Of concern, however, is the Z 
Displacement (front/rear direction) whose considerable motion with respect to the other 


directions indicates a significant transference of energy from the Y to the Z direction. 


2. Dual Monitor Variant (CLIN 0001AA) 


Many of the general response characteristics for this rack variant are similar to 
those of the single monitor variant. Figures 38 and 39 show the transmitted acceleration 
responses for NODES 7369 and 7501, respectively (bottom left mounts). As with the 
single monitor variant, the initial input pulse is mitigated somewhat to less than 35 Gs 
with a rapid decrease to 2.5G peaks. Again a ring-down effect is present at these 
locations. 

Figures 40 through 44 are the acceleration time responses for representative 
nodes within each electronic component mounted within the rack, corresponding to the 
Power Supply, Power Distribution Unit, Lower Monitor, Upper Monitor, and Central 
Processing Unit respectively. For all of these components, the initial peak shock level is 
mitigated by 4 to 5 Gs, which is a minimum of a 10% reduction in peak acceleration. In 
all of these cases, the acceleration is quickly mitigated down to approximately 2G peaks. 
Figure 45 shows the acceleration response for NODE 4895 at the tip of the bullnose. As 
in the case of the single monitor variant, the peak value is the same as the input response. 
This is again probably due to the cantilever effect previously mentioned. Here, the shock 
is quickly mitigated to about 3Gs. 

The acceleration response of NODE 551 is shown in Figure 46. This generically 
shows how the cabinet itself responds to the shock input. Here the peak shock is 
mitigated by about 3Gs and quickly lowers to about a 2G free response. 

Finally, the mount displacement time responses are shown in Figures 47 and 48. 


The front left bottom mount (NODE 7515) and the rear left bottom mount (NODE 7514) 
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NODE 7369 Acceleration vs Time (halfsine input) 
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Figure 38: Acceleration Response to Halfsine Input of NODE 7369 (Top of Front Left 


Bottom Isolation Mount). 


NODE 7501 Acceleration vs Time (haifsine input) 
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Figure 39: Acceleration Response to Halfsine Input of NODE 7501 (Top of Rear Left 


Bottom Isolation Mount). 
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NODE 5036 Acceleration vs Time (halfsine tnput)} 
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Figure 40: Acceleration Response to Halfsine Input of NODE 5036 (Power Supply). 
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Figure 41: Acceleration Response to Halfsine Input of NODE 234 (Power Distribution 
Unit). 





NODE 3233 Acceleration vs Time (halfsine input) 
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Figure 42: Acceleration Response to Halfsine Input of NODE 3233 (Lower Monitor) 
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Figure 43: Acceleration Response to Halfsine Input of NODE 1682 (Upper Monitor) 


58 





NODE 7206 Acceleration vs Time (halfsine input) 
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Figure 44: Acceleration Response to Halfsine Input of NODE 7206 (Central Processing 
Unit). 
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Figure 45: Acceleration Response to Halfsine Input of NODE 4895 (Bullnose Tip) 
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NODE 5517 Acceleration vs Time (halfsine input) 
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Figure 46: Acceleration Response to Halfsine Input of NODE 551 (Top Front Left 


Cabinet Corer). 


NODE 7515 Displacement vs Time (halfsine input) 
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Figure 47: Displacement Response to Halfsine Input of NODE 7515 (Bottom Left Front 
Mount). 
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NODE 7314 Displacement vs Time (halfsine input} 
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Figure 48: Displacement Response to Halfsine Input of NODE 7515 (Bottom Left Front 
Mount). 


B. REPRESENTATIVE BARGE TEST SHOCK INPUT 


Figure 49 shows the shock input time history in both the vertical and horizontal 
(fore/aft) directions from the human shock response test data [Reference 9]. For this 
analysis case, responses were calculated out to two seconds because this was the 
available length of time history for the shock input. The modal cutoff frequency is 
200Hz, again to ensure solution accuracy, and the solution time step is .002 seconds in 
order to maximize computer resource management. This input is significantly different 
from the previous one because shock energy is added to the rack system over the entire 
two second time period, corresponding to a sustained shock loading. All calculations 


using this shock input used 2 percent modal damping. 
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Figure 49: Sample Barge Test Base Acceleration Input. a) Vertical (Y) Direction b) 


Athwartships (Z) Direction. 


1. Single Monitor Variant (CLIN 0003AA) 


Figures 50 and 51 show the acceleration at the tops of the left, bottom mounts, 
NODES 6707 and 6887 respectively. Note the rather violent motion of the rear mount, 
Figure 51. Here the peak amplitude (28Gs) in the time history is much higher than the 
input acceleration peak, indicating a reinforcing of the motion over time. The forward 
mount, Figure 50, however does not exhibit this reinforced amplitude. 

Figures 52 through 55 show the acceleration response time histories for 
representative nodes for the electronic components mounted with the cabinet, 
corresponding to the Power Supply, Power Distribution Unit, Monitor, and Central 
Processing Unit respectively. Figure 56 shows the acceleration response of the tip of the 
bullnose. The response amplitudes for all of these electronic components generally 
increase over the entire time history once past the initial peak acceleration. This is due to 
two factors. The first is due to the addition of shock energy throughout the entire analysis 
time period instead of an impulsive energy input. The other is simply the compounding 
of the inertial response of the system. As with the 40G, 2msec Halfsine input case, the 
bullnose values are higher than the internally mounted components due to the 
cantilevered position of the bullnose. 

Next, Figures 57 shows the acceleration response of the upper left corner of the 
cabinet (NODE 520). As with the electronic components, the response amplitudes 
increase throughout the analysis time period due to the previously discussed reasons. 
Note that the maximum values here are generally, slightly larger than those seen in the 
electronic components themselves, indicating that the rack is mitigating the shock 
transmitted to the electronic components somewhat. 

Figures 58 and 59 show the displacement time histories of the front left bottom 
mount and the rear left bottom mounts (NODES 6846 and 6850, respectively). The large 
transference of energy from the Y to the Z direction, evident in the Halfsine Input, are 
also evident here to a higher degree. The Z direction deflections (athwartships) are more 


than twice the Y direction deflections (vertical). Although the mounts did not exceed 
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Figure 50: Acceleration Response to Sample Barge Test Input of NODE 6707 (Top of 


Front Left Bottom Isolation Mount). 


NODE 6887 Acceleration vs Time (sample barge Input) 
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Figure 51: Acceleration Response to Sample Barge Test Input of NODE 6887 (Top of 
Rear Left Bottom Isolation Mount). 
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NODE 4332 Acceleration vs Time (sample barge input) 





Figure 52: Acceleration Response to Sample Barge Test Input of NODE 4332 (Power 
Supply). 


NODE 241 Acceleration vs Time (sample barge test Input) 


Ne are ee nea ee ne te A ee es ee - ae A Ae eS ee se a Lk A ce 


ik 
i | 
.7 
ry 
ee 


i 


| 
| 
: 
iN 
| 





¥ 


| 
; 
| 
| 
| 


time (sec) 


[(—— NODE 241 xX". NODE 241 ¥ ———NODE 241 Z 





Figure 53: Acceleration Response to Sample Barge Test Input of NODE 241 (Power 


Distribution Unit). 
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NODE 2531 Acceleration vs Time (sample barge input) 
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Figure 54: Acceleration Response to Sample Barge Test Input of NODE 2531 
(Monitor). 
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Figure 55: Acceleration Response to Sample Barge Test Input of NODE 6542 (Central 


Processing Unit). 
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NODE 4220 Acceleration vs Time (sample barge input) 
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Figure 56: Acceleration Response to Sample Barge Test Input of NODE 4220 (Bullnose 
Tip). 


NODE 520 Acceleration vs Time (sample barge Input) 
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Figure 57: Acceleration Response to Sample Barge Test Input of NODE 520 (Top Front 


Left Cabinet Comer). 
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NODE 6846 Displacement vs Time (sample barge input) 
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Figure 58: Displacement Response to Sample Barge Test Input of NODE 6846 (Bottom 
Left Front Isolation Mount). 
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Figure 59: Displacement Response to Sample Barge Test Input of NODE 6850 (Bottom 


Rear Front Isolation Mount). 
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design specifications or bottom out for this shock input, this significant transference of 
energy will lead to mount failure in the Z direction first for larger shock inputs. 

The peak acceleration values for all electronic equipment nodes were generally 
less than the combined magnitude of both shocks of about 17.7 G’s. However, to ensure 
that these are the true peak values, longer input time histories are required. Responses 
for longer time periods were not calculated because a longer shock input time record was 
not available. Calculating the system free response following the 2 second input would 


not represent factual data results. 


2. Dual Monitor Variant (CLIN O0001AA) 


As noted in the Halfsine Input case, the general response characteristics for this 
Representative Barge Shock Input are similar between rack variants. Figures 60 and 61 
show the acceleration at the tops of the left, bottom mounts, NODES 7369 and 7501 
respectively. As with the single monitor variant, there 1s a rather violent motion of the 
rear mount, Figure 61, which is also more prevalent in the forward mount, Figure 60. 
The peak amplitude in the rear mount (1 8Gs) is about the same as the input acceleration 
peak only appearing much later in the time history. Again this shows a reinforcing of the 
motion over time. 

Figures 62 through 66 show the acceleration response time histories for 
representative nodes of the electronic components mounted with the cabinet, 
corresponding to the Power Supply, Power Distribution Unit, Lower Monitor, Upper 
Monitor, and Central Processing Unit respectively. Figure 67 shows the acceleration 
response of bullnose tip. The response amplitudes for all of these electronic components 
generally increases once past the initial peak acceleration until about 1 second, then the 
peaks remain relatively steady. This is again due to the previously mentioned two 


factors, the addition of shock energy throughout the entire analysis period and the 
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NODE 7369 Acceleration vs Time (sample barge input) 
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Figure 60: Acceleration Response to Sample Barge Test Input of NODE 7369 (Top of 


Front Left Bottom Isolation Mount). 
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Figure 61: Acceleration Response to Sample Barge Test Input of NODE 7501 (Top of 


Rear Left Bottom Isolation Mount). 
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NODE 5036 Acceleration vs Time (sample barge input) 
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Figure 62: Acceleration Response to Sample Barge Test Input of NODE 5036 (Power 
Supply). 


NODE 234 Acceleration vs Time (sample barge input) 
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Figure 63: Acceleration Response to Sample Barge Test Input of NODE 234 (Power 


Distribution Unit). 
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NODE 3233 Acceleration vs Time (sample barge input) 





Figure 64: Acceleration Response to Sample Barge Test Input of NODE 3233 (Lower 


Monitor). 
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Figure 65: Acceleration Response to Sample Barge Test Input of NODE 1682 (Upper 


Monitor). 
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NODE 7206 Acceleration vs Time (sample barge input) 
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Figure 66: Acceleration Response to Sample Barge Test Input of NODE 7206 (Central 


Processing Unit). 


NODE 4895 Acceleration vs Time (sample barge Input) 
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Figure 67: Acceleration Response to Sample Barge Test Input of NODE 4895 (Bulinose 
Tip). 
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compounding of the inertial response of the system. As before, the bullnose values are 
higher than the internally mounted components due to the cantilevered position of the 
bullnose. 

Next, Figures 68 shows the acceleration response of the upper left corner of the 
cabinet (NODE 551). The response characteristics for this node are similar to the 
response characteristics of the electronic components. Again note that the maximum 
values here are generally, slightly larger than those seen in the electronic components 
themselves, indicating that the rack is mitigating the shock transmitted to the electronic 
components somewhat. 

Figures 69 and 70 show the displacement time histories of the left bottom front 
and rear mounts (NODES 7515 and 7514, respectively). The large transference of energy 
from the Y to the Z direction 1s even larger here than in the single monitor variant. The Z 
deflection for these mounts 1s likely very close to their design limits. 

The peak acceleration values for all electronic equipment nodes was generally less than 
the combined magnitude of both shocks of about 17.7 G’s. However as with the single 
monitor variant, longer input time histories are required to ensure that these are the true 


peak values. 
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NODE 551 Acceleration vs Time (sample barge input) 
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Figure 68: Acceleration Response to Sample Barge Test Input of NODE 551 (Top Front 
Left Cabinet Corner). 


NODE 7515 Displacement vs Time (sample barge input) 
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Figure 69: Displacement Response to Sample Barge Test Input of NODE 7515 (Bottom 


Left Front Isolation Mount). 
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NODE 7514 Displacement vs Time (sample barge input) 
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Figure 70: Displacement Response to Sample Barge Test Input of NODE 7514 (Bottom 


Rear Front Isolation Mount). 
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VI. MOUNT STIFFNESS SENSITIVITY ANALYSIS 


The dynamic response characteristics of both models under the simulated barge 
test input do not necessarily show that the rack's isolation mounts are functioning as well 
as they could because the shock transmitted to the electronic components is still rather 
high late into the time histories. The easiest way to change the response characteristics of 
the rack system is to change the isolation mount characteristics, specifically the spring 
stiffness. Modifying the nominal design value of the mount stiffness and re-running the 
computer transient analysis will determine if this factor has a significant impact on the 
shock values transmitted to the electronic components. 

Any change to a finite element model will affect, to varying degrees, the 
eigenvalues and eigenvectors of the system. For both models presented here, the effect of 
the change in the spring stiffness is manifest in the first six elgenpairs, or mode shapes. 
These first six modes, previously referred to as the system’s gross modes, have the largest 
effect on the entire rack’s dynamic response characteristics. 

The Single Monitor Variant (CLIN 0003AA) was used for this analysis with the 
sample barge test input acceleration time history. The sensitivity analysis is based upon 
increasing and decreasing the nominal spring stiffness for each direction on each mount 
by 25 percent. NODE 241 from the Power Distribution Unit (mounted at the top of the 
rack) and NODE 6542 from the Central Processing Unit (mounted low in the rack) were 
chosen to show the general effect that the mount stiffness change has on the electronic 
components. NODE 6850 from the lower left rear mount was chosen to show the effect 
the change in stiffness has on the mount displacement response. For all of these nodes, 
only the Y and Z direction responses are presented because the X direction responses are 
not significant enough for a good comparison. 

Figure 71 shows the Y acceleration responses of NODE 241 for the three different 
spring stiffness values: 75%, 100%, and 125% of nominal spring stiffness. Figure 72 


shows the Z acceleration response of the same node. Figures 73 and 74 are the 
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NODE 2414 Y Acceleration vs Time (mount spring stiffness comparison) 
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Figure 71: Y Acceleration Response to Sample Barge Test Input of NODE 241 (PDU), 
Comparing responses to Varying Spring Stiffnesses. 


NODE 241 Z Acceleration vs Time (mount spring stiffness comparison) 
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Figure 72: Z Acceleration Response to Sample Barge Test Input of NODE 241 (PDU), 
Comparing responses to Varying Spring Stiffnesses. 
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NODE 6542 Y Acceleration vs Time (mount spring stiffness comparison) 
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Figure 73: Y Acceleration Response to Sample Barge Test Input of NODE 6542 (CPU), 
Comparing responses to Varying Spring Stiffnesses. 


NODE 6542 Z Acceleration vs Time (mount spring stiffness com parison) 
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Figure 74: Z Acceleration Response to Sample Barge Test Input of NODE 6542 (CPU), 
Comparing responses to Varying Spring Stiffnesses. 
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Y and Z acccleration responses for NODE 6542 under the same conditions. The curves 
for other electronic components are very similar in nature. These figures show that 
varying the spring stiffness has little cffect on the initial response of each node. up until 
about 0.6 seconds. Following this time, the responses histories vary greatly with respect 
to time, but generally have similar acceleration peaks. Other than this, no general trend is 
evident with respect to acceleration response versus spring stiffness. In this case, no 
particular spring stiffness 1s best In order to minimize shock transmission to electronic 
components. 

The next logical place to check the effectiveness of changing the spring stiffness 
is in the mount deflection. Figures 75 and 76 are the Y and Z displacement response time 
histories for NODE 6850 for the three different values of spring stiffness. None of these 
displacements exceeds design specifications. These figures also show that there is no 
evident general trend of displacement magnitude versus spring stiffness. Again, no 


spring stiffness 1s best with respect to minimizing mount displacement. 
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NODE 6850 Y Displacement vs Time (mount spring stiffness comparison) 
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Figure 75: Y Displacement Response to Sample Barge Test Input of NODE 6850 (Right 
Rear Bottom Mount), Comparing responses to Varying Spring Stiffnesses. 


NODE 6850 Z Displacement vs Time {mount spring stiffness comparison) 
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Figure 76: Z Displacement Response to Sample Barge Test Input of NODE 6850 (Right 
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Rear Bottom Mount), Comparing responses to Varying Spring Stiffnesses. 
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VU. CONCLUSIONS 


A. DISCUSSION OF RESULTS 


The transient response characteristics of the model for the two simulated shock 
inputs show that the rack system works extremely well for limiting the transmitted shock 
to the electronic components for short duration shock inputs (halfsine input). The longer 
the duration of the input (sample barge test input), however, the less well the rack works. 
This is due to the reinforcing nature of these types of shock inputs. To improve the 
model's response in this area requires more than simply changing the isolation mount's 
stiffness characteristics. A computer model and simulation technique works well for this 
type of study. 

The finite element modeling and subsequent computer simulation of the shock 
response of the TAC-4 72 Inch Rack provides an effective method to reduce the costs of 
shock qualification testing per MIL-STD-901D. This is accomplished by creating a 
computer model of a generic rack in the TAC-4 family and applying the simulated shock 
input. Next, the generic rack is physically shock tested to verify the computer results as a 
conservative estimate of the response. Now the generic rack can be modified as required 
for each particular application and shock tested through computer simulation only, 
eliminating the need for physical shock testing. 

Although the time needed to construct the initial model of the Single Monitor 
Rack Variant (used as the generic rack) was lengthy, all modifications and the subsequent 
construction of the Dual Monitor Rack Variant went very quickly. Because the TAC-4 
system is a family of similar racks, all of them can be constructed from the same base 
model rapidly. Also, changes in configuration (1.e., different electronic components in 
different locations) can be made quickly by simply modifying the base model. Each 
model can then have the simulated shock input applied to determine the model's dynamic 


response. Each shock transient analysis took slightly less than an hour of computer time 


(using a single processor SGI OCTANE with 500MB memory and 9GB hard drive) with 
about a day used for results analysis. This computerized testing method provides an 
acceleration level seen by the electronic components. Coupling this with an industry 
specified acceptable acceleration level (for each particular electronic component) will 
then determine if the rack passed or failed the shock criteria. 

This shock testing method would only require that one series of shock tests be 
performed on one rack variant for computer simulation verification purposes, instead of a 
series for each possible rack type and configuration. This would greatly reduce the 
developmental costs of the system by eliminating most of the expensive physical testing 
requirements. Because the backbone of the TAC-4 Rack family is based upon using 
COTS equipment, which changes very rapidly as technology progresses, the mandated 
shock testing is already prohibitively expensive and in all practicality 1s unachievable. 
Computer simulation is a viable option to achieve the required shock testing for all rack 
configurations while minimizing costs. 

Computer modeling and simulation provides another benefit. The rack system 
construction can be optimized using currently available computer-based optimization 
codes. These codes can change the materials used, part dimensions, equipment location, 
etc., so that the shock transmitted to the electronic components is minimized. This 
provides for the most efficient design for each rack configuration and can be done 


without the lengthy and costly process of prototyping and physical testing. 


B. RECOMMENDATIONS 


The scope of this research was limited to the development of an effective 
computer model (which is easily modified into other configurations) and applying 
simulated shock histories to this model to determine its dynamic response characteristics. 
Unfortunately, the physical shock testing of the rack was not completed prior to 


publication. With this in mind, the following areas deserve more research: 
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= Comparing the computer model results with actual UNDEX testing results in 
order to verify the model. 

= Insert non-linear shock mount characteristics instead of the linear 
approximation currently used. 

= Determine what an acceptable peak acceleration level is for commercial 
electronic components. 

= Perform a sensitivity analysis of the entire computer model. From this, 
optimize the current rack system to minimize shock transmission to the 
electronic components. This could serve as the basis for the next TAC 
generation. 


= Design amore effective shock mount for this type of application. 
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APPENDIX A: MODEL CHARACTERISTICS 


SINGLE MONITOR VARIANT (CLIN 0003AA): 


Height: 72 inches 

Width: 24 inches 

Depth: 36 inches (exclusive of bullnose) 

Weights: 
Overall: 1032250 lbr 
CPU: 105 lbf 
Monitor: 75 lbf 
Power Distribution Unit: [Sebi 
Power Supply: 180 lbf 
Bullnose: 20 lbf 


Center of Gravity: (12.0 x, 24.8 y, 18.9 z) inches from left rear bottom corner of cabinet 
Isolation Mount Characteristics: 
Damping: 15% 
Spring Stiffness: (using model coordinate system) 
Front/Bottom X 460 lbf/in 
Y 2500 Ibf/in 
Z 460 Ibf/in 
Rear/Bottom X 440 Ibf/in 
Y 2000 Ibf/in 
Z 440 lbf/in 
Back/Upper X 440 Ibf/in 
Y 440 Ibf/in 
Z 2000 lbf/in 
Structural Damping: 2% 
Modal Damping: 2% 
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DUAL MONITOR VARIANT (CLIN 0001AA): 


Height: 72 inches 

Width: 24 inches 

Depth: 36 inches (exclusive of bullnose) 

Weights: 
Overall: 803.5 lbf 
CPU; 105 lbf 
Upper Monitor: TFOaBE 
Lower Monitor: 75 bf 
Power Distribution Unit: 15 Ibf 
Power Supply: 180 lbf 
Bullnose: 20 Ibf 


Center of Gravity: (12.0 x, 27.5 y, 19.8 z) inches from left rear bottom corner of cabinet 
Isolation Mount Characteristics: 
Damping: 15% 
Spring Stiffness: (using model coordinate system) 
Front/Bottom X 460 lbf/in 
Y 2500 Ibf/in 
Z 460 |bffin 
Rear/Bottom X 440 Ibf/in 
Y 2000 Ibf/in 
Z 440 |lbf/in 
Back/Upper X 440 Ibf/in 
Y 440 Ibf/in 
Z 2000 Ibf/in 
Structural Damping: 2% 
Modal Damping: 2% 
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MATERIAL CHARACTERISTICS: 


All metal parts: 18-8 STAINLESS STEEL 


Density (p): 
Young’s Modulus (E): 


Poisson’s Ratio (v): 


Damping Coefficient (&): 


Electronic Components: 


Density (p): 
Young’s Modulus (E): 


Poisson’s Ratio (v): 


Damping Coefficient (€): 


0.29 lbf/in’ 
2.76x10" Ibf/in’ 
0.305 

0.02 


various to match weight of component 
1.72x10° Ibf/in’ 

0.35 

0.02 
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APPENDIX B: MODE SHAPES AND FREQUENCIES 


A complete description of the first six modes of each model is contained in the 
chapter on Normal Mode Analysis. Only the 7” through the25th modes are described 
here. These correspond to the local bending modes. All of these modes are applicable to 
both models and are the same. The "MAX" parameter used in the table 1s not a physical 
dimensional value, but a mass normalized quantity intended to show relational] 
displacements. The magnitude of this value shows which component of each particular 


vibration mode dominates in that particular mode. 


MODE7 FREQUENCY 23.98 Hz 


PART MAX DESCRIPTION 


Bottom Panel 18.12 1* Plate Bending Mode 


MODE 8 FREQUENCY 24.65 Hz 


PART MAX DESCRIPTION 
Side Panels 7.03 1* Plate Bending Mode (out of phase) 
Top Panel 0.94 1 Plate Bending Mode 


MODE9 FREQUENCY 25.08 Hz 


PART MAX DESCRIPTION 
Side Panels fee 1* Plate Bending Mode (in phase) 


MODE 10 FREQUENCY 26.20 Hz 


PART MAX DESCRIPTION 
Top Rear Panel 25.44 1“ Plate Bending Mode 
2™ from Top, Rear Panel 3.39 1°‘ Plate Bending Mode 
3 from Top, Rear Panel 5.09 1 Plate Bending Mode 
Bottom Rear Panel 3.39 I* Plate Bending Mode 


2) 


MODE 11 FREQUENCY 26.31 Hz 


PART MAX DESCRIPTION 
Top Rear Panel 4.15 I* Plate Bending Mode 
2° from Top, Rear Panel 2.77 1‘ Plate Bending Mode 
3 from Top, Rear Panel os 1*' Plate Bending Mode 
Bottom Rear Panel 20570 1“ Plate Bending Mode 
CPU Cover Panel Dold 1“ Plate Bending Mode 


MODE 12 FREQUENCY 26.35 Hz 


PART MAX DESCRIPTION 
Top Rear Panel 3y02 1“ Plate Bending Mode 
2° from Top, Rear Panel 5.86 1‘ Plate Bending Mode 
3 from Top, Rear Panel 57 1* Plate Bending Mode 
Bottom Rear Panel 32 1* Plate Bending Mode 


MODE 13. FREQUENCY 26.48 Hz 


PART MAX DESCRIPTION 

Front Panel above Monitor 2.07 1 Plate Bending Mode 

CPU Cover Panel 3.45 I* Plate Bending Mode 
Side Panels 345 2™ Plate Bending Mode (out of phase) 

Top Panel 1.38 Ist Plate Bending Mode 

Top Rear Panel 3.45 I Plate Bending Mode 

2"° from Top, Rear Panel 7.58 I Plate Bending Mode 

3 from Top, Rear Panel 2.07 1** Plate Bending Mode 

4" from Top, Rear Panel 10.34 1* Plate Bending Mode 

Bottom Rear Panel] 2.07 1*' Plate Bending Mode 





MODE 14 FREQUENCY 26.54 Hz 


PART MAX DESCRIPTION 

Side Panels 5.19 2” Plate Bending Mode (out of phase) 
Front Panel above Monitor 2.17 Ist Plate Bending Mode 
CPU Cover Panel 4.76 1* Plate Bending Mode 
Top Panel ZAT 1*' Plate Bending Mode 
Top Rear Panel 2.60 I* Plate Bending Mode 
2" from Top, Rear Panel 6.05 I* Plate Bending Mode 
3"? from Top, Rear Panel P| 1S' Plate Bending Mode 
4" from Top, Rear Panel 6.49 1** Plate Bending Mode 


MODE 15. FREQUENCY 26.55 Hz 


PART MAX DESCRIPTION 

Side Panels 4,33 2™ Plate Bending Mode (out of phase) 
Front Panel above Monitor 3.61 1 Plate Bending Mode 
CPU Cover Panel 4.33 1“ Plate Bending Mode 
Top Panel 1.45 I* Plate Bending Mode 
Top Rear Panel 4,33 1* Plate Bending Mode 
2"! from Top, Rear Panel 10.82 I* Plate Bending Mode 
3"? from Top, Rear Panel 4.33 1" Plate Bending Mode 
4" from Top, Rear Panel 1.45 1° Plate Bending Mode 


MODE 16 FREQUENCY 26.77 Hz 


PART MAX DESCRIPTION 
Front Panel above Monitor 4.19 Ist Plate Bending Mode 
CPU Cover Panel 5.03 I* Plate Bending Mode 
Top Rear Panel 1.68 I Plate Bending Mode 
2™ from Top, Rear Panel 3.36 I Plate Bending Mode 
3" from Top, Rear Panel 3.36 1** Plate Bending Mode 
4" from Top, Rear Panel 5.86 1 Plate Bending Mode 
Bottom Rear Panel 3.36 1“ Plate Bending Mode 
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MODE 17 FREQUENCY 26.87 Hz 


PART MAX DESCRIPTION 
Side Panels 7.30 2™' Plate Bending Mode (in phase) 
Top Panel 0.49 2" Plate Bending Mode 





MODE 18 FREQUENCY 27.44 Hz 


PART MAX DESCRIPTION 
Front Panel above Monitor 14.87 1“ Plate Bending Mode 
CPU Cover Panel 2.97 1 Plate Bending Mode 
Top Rear Panel 2.97 1“ Plate Bending Mode 
2™ from Top, Rear Panel 3.96 1* Plate Bending Mode 
3 from Top, Rear Panel 1.98 1* Plate Bending Mode 
4" from Top, Rear Panel 1.98 1“ Plate Bending Mode 


MODE 19 FREQUENCY 27.94 Hz 


PART MAX DESCRIPTION 
Front Strip Panel Above Bullnose 26.42 1* Plate Bending Mode 
CPU Cover Panel 7.05 1“ Plate Bending Mode 


MODE 20 FREQUENCY 29.52 Hz 


PART MAX DESCRIPTION 
2" from Top, Rear Panel 3.96 2™ Plate Bending Mode 


MODE 21 FREQUENCY 29.58 Hz 


PART MAX DESCRIPTION 
Side Panels 6.32 3 Plate Bending Mode (out of phase) 
2™ from Top, Rear Panel 2.81 2™ Plate Bending Mode 
Top Panel 8.62 1*' Plate Bending Mode 





MODE 22. FREQUENCY 30.13 Hz 


PART MAX DESCRIPTION 
Side Panels 7.06 3"? Plate Bending Mode (out of phase) 
Top Panel 1.41 2°* Plate Bending Mode 


MODE 23. FREQUENCY 30.18 Hz 


PART MAX DESCRIPTION 
Front Strip Panel above PS 45.55 1“ Plate Bending Mode 


MODE 24 FREQUENCY 31.43 Hz 


PART MAX DESCRIPTION 
Side Panels 4.56 3" Plate Bending Mode (in phase) 
Top Panel 13.67 1“ Plate Bending Mode 


MODE 25, sPREQUENCY 32 33 Hz 


PART MAX DESCRIPTION 
2™ from Top, Rear Panel 24.5 2’ Plate Bending Mode 
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